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Subcontractor/Supplier Program Requirements Document USE TYPE 3 DAR Number: 506460 
Manual: Subcontractor Requirements 

 

1. PREREQUISITE 

Subcontractor/supplier personnel responsible for initiating, processing, and/or controlling 
design changes (see def.) shall be trained to the requirements of this RD in accordance 
with RD-5000, Subcontractor Quality Assurance Program Requirements and RD 1008, 
Training and Indoctrination. 

2. REQUIREMENTS 

2.1 General 

2.1.1 Problems/issues and all proposed “or-equal” product/material 
substitution(s), shall be clearly described utilizing contractor (see def) 
designated Form 540.37, Construction Field Problem/Change for 
construction services contracts; or Form 540.33, Information/Change 
Request (I/CR), for non construction service contracts. 

2.1.1.1 Problems/issues shall include, as applicable, copied or 
drafted attachments of the affected engineering 
specification(s) and/or drawing(s). 

2.1.1.1.1 Affected areas/text shall be clearly identified 
using clouding or other suitable identification 
methods. 

2.1.1.1.2 Visible indicators shall be used to identify 
affected page, revision, and document title 
references. 

2.1.1.1.3 Attachments shall clearly identify the 
applicable Purchase Order or Contract number 
and shall be consecutively numbered, 
beginning with 001. For example: 

A. Purchase Order/Contract No. 
XXXXXX 

B. CFP/C-001 

C. Attachment 1 

D. Page 1 of  3 



     Form 412.09 (Rev. 09)

 Idaho National Laboratory   
 RD-5002 
 0  
 

DESIGN CHANGE CONTROL 
Identifier: 
Revision: 
Effective Date: 05/24/06 Page 2 of 6

2.1.1.2 Completed documentation shall be reviewed by the 
subcontractor/supplier verifying that the: 

2.1.1.2.1 Problem/issue or proposed product/material 
substitution is clearly stated.  

2.1.1.2.2 All relevant information is incorporated 

2.1.1.2.3 All documentation is complete, legible, and 
reproducible. 

2.1.2 Nonconformances (see def.) shall be reported and controlled in 
accordance with RD-5018, Control of Nonconformances. 

2.2 Construction and Service Contracts 

2.2.1 Identifying a Problem/Issue 

2.2.1.1 The subcontractor shall initiate and maintain a Construction 
Field Problem/Change log.  

2.2.1.1.1 Maintain a unique CFP/C log for each contract. 

2.2.1.1.2 Maintain the CFP/C log current at all times 
during the performance period of the contract. 

2.2.1.2 The subcontractor shall initiate and complete contractor 
Form 540.37, Construction Field Problem/Change (CFP/C) 
for each problem/issue identified; or for each proposed “or-
equal” product/material substitution(s).  

2.2.1.3 The subcontractor/supplier shall submit the original CFP/C 
to the contractor POC (see def.) for response and/or 
resolution. 

2.2.1.3.1 Maintain a copy of Form 540.37 with the 
CFP/C Log. 

2.2.1.3.2 Update the CFP/C Log. 

2.2.2 Problem/Issue Response 

2.2.2.1 Upon receipt of CFP/C response, the subcontractor/supplier 
shall proceed as follows: 

2.2.2.1.1 IF designated as a clarification (see def.),  
THEN update the CFP/C Log and exit this RD. 
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2.2.2.1.1.1 Proceed with work as specified 
in the contract. 

2.2.2.1.2 IF designated as a Rejection,  
THEN update the CFP/C Log and exit this RD. 

2.2.2.1.2.1 Proceed with work as specified 
in the contract. 

2.2.2.1.3 IF designated as a Change, 

THEN update the CFP/C Log with “Change  
Pending”. 

2.2.2.1.3.1 Do NOT proceed.  

2.2.3 Change Notice (CN) Control 

2.2.3.1 Upon receipt of a contractor approved Form 540.37, 
Contractor Field Problem/Change, the subcontractor shall 
proceed as follows: 

NOTE 1: A CFP/C may be received in response to a Subcontractor 
generated CFP/C or as a unilateral action taken by the 
Contractor 

NOTE 2: CFP/C’s that address technical issues (changes to 
specification or drawing requirements) are to be completed 
and processed in accordance with MCP-1308. The 
subcontractor shall implement changes as required by the 
CFP/C attachments. 

NOTE 3: The Subcontractor shall update the CFP/C log, when a 
CFP/C form is received with an approval.   

2.2.3.1.1 IF the CFP/C is designated as a No Cost/No 
Time Extension,  
THEN acknowledge the CFP/C as required by 
Form 540.37. 

2.2.3.1.1.1 Return the completed original 
CFP/C to the Contract 
Administrator.  

2.2.3.1.1.2 Update the CFP/C Log, maintain 
a copy of Form 540.37 with the 
Log, and control the CFP/C in 
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accordance with RD-5007, 
Document Control. 

2.2.3.1.1.3 Proceed with work as described 
on attached CFP/C documents. 

2.2.3.1.2 IF the CFP/C is designated as Proposal 
Required/Proceed,  
THEN acknowledge the CFP/C as required by 
Form 540.37. 

2.2.3.1.2.1 Update the CFP/C Log, maintain 
a copy of Form 540.37 with the 
Log, and control the CFP/C in 
accordance with RD-5007, 
Document Control. 

2.2.3.1.2.2 Proceed with work as described 
on attached CFP/C documents. 

2.2.3.1.2.3 Deliver the completed original 
form to the Subcontractor 
Administrator and negotiate a 
proposal as required. 

2.2.3.1.3 If the CFP/C is designated as Proposal 
Required/Notice to Proceed Required,  
THEN work is not authorized and shall NOT 
proceed. 

2.2.3.1.3.1 Submit a proposal to the 
contractor POC and complete 
negotiation as required. 

2.2.3.1.3.2 Upon successful negotiation, 
acknowledge the CFP/C as 
required by Form 540.37. 

2.2.3.1.3.3 Return the completed original 
Form to the contractor POC. 
Maintain a copy with the CFP/C 
Log. 

2.2.3.1.3.4 Upon receipt of written Notice 
to Proceed (NTP) from the 
Contract Administrator, proceed 
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with work as described on 
attached CFP/C documents. 

2.2.3.1.3.5 Update the CFP/C Log and 
control in accordance with 
RD-5007, Document Control. 

2.3 Records 

2.3.1 Documentation prepared by the subcontractor/supplier as required by 
this RD shall be completed, maintained, and stored in a single location in 
a secure and protected environment during the full performance period of 
the Purchase Order or Contract. 

2.3.2 A controlled copy of all required documentation is to be available for use 
at the job trailer nearest the work location. 

2.3.3 All required documentation shall be legible, reproducible, free from 
erasures, correction fluid, and/or correction tape, and completed in black 
indelible ink only. 

NOTE: When a correction to documentation is required, a single line shall 
be drawn through the information to be deleted; additional 
information, if needed, shall be recorded adjacent to the information 
being changed; and the individual revising the document shall initial 
and date each entry adjacent to the correction. 

2.3.4 When completed, all blanks or blocks shall be filled in on each 
document. 

NOTE: IF there is no relevant information,  
THEN the blank or block shall be marked "N/A." 

2.3.5 All required documentation shall be made readily available for 
Contractor review and/or audit. 

2.3.6 All required documentation shall be submitted to the contractor when 
required by the Purchase Order or Contract, in accordance with 
RD-5003, Vendor Data Control. 

3. DEFINITIONS  

Terms utilized in this RD are defined in LST-359 

4. SUBCONTRACTOR/SUPPLIER REFERENCES 

MCP-1308, Field Design Change  
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RD-1008, Training and Indoctrination 

RD-5000, Subcontractor Quality Assurance Program Requirements 

RD-5003, Vendor Data Control 

RD-5007, Document Control 

RD-5018, Control of Nonconformances 

Form 540.37, Construction Field Problem/Change 

Form 540.33, Information/Change Request (I/CR) 

5. APPENDIXES 

None. 
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