Form 412.09 (Rev. 09)

Idaho National Laboratory

Identifier: RD-5014

TEST CONTROL Revision: 0
Effective Date: 05/24/06 Page 1 of 3

| Subcontractor/Supplier | Program Requirements Document | USE TYPE 3 DAR Number: 506460 |

Manual: Subcontractor Requirements

1.

PREREQUISITE

Subcontractor/supplier personnel responsible for developing, approving, and controlling
test procedures and those responsible for performing or conducting required testing shall
be trained to the requirements of this RD in accordance with RD-5000, Subcontractor
Quality Assurance Program Requirements and RD-1008, Training and Indoctrination.

REQUIREMENTS

2.1 All testing required by the contract or purchase order shall be performed in
accordance with contractor (see def.) approved procedures, unless otherwise
specified.

2.2 All testing for final acceptance (see def.) shall be witnessed and approved by the
Contractor’s Construction Quality Representative, unless otherwise specified.

2.3 All test equipment shall be calibrated, identified, and controlled in accordance
with RD-5015, Control of Measuring and Testing Equipment.

2.4  Test procedures shall include, as a minimum:

Title or name of procedure

Procedure identification number, date, and revision number
Signature approval by a subcontractor/supplier representative

Applicable specification and/or code or standard reference

m o 0 w »

Test objectives, prerequisites, precautions, and variables

M

Personnel qualifications when required by contract documents

G. Safety measures requiring test limitations (such as pressure, heat, vacuum,
amps, duration)

H. Equipment required

L. Calibrated equipment required
J. Test medium or electrical source or type
K. Test requirements and method of performance

L. Acceptance criteria.
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2.5

2.6

2.7

Test procedures shall include, as applicable:

A.

B.

C.

D.

Environmental conditions required
System or component restoration
Potential sources of uncertainty or error

Mandatory hold points.

Test reports or data sheets shall include, as a minimum:

m o 0o w »

M

Project identification number and/or name

Date of test

Procedure and revision number reference

List of all items or systems tested including any test boundaries
Test equipment

Calibrated equipment used including calibration due date and
identification or serial number

Test medium used
type of observation

Any instructions not performed or requirements not met including any
equipment substitutions

Any nonconformances or actions taken to correct deviations

Date, signature, and certification (if applicable) of person(s) performing
the test

Date, signature, and certification (if applicable) of person(s) witnessing,
evaluating, or verifying the test.

Documentation required by this RD shall be completed, maintained, and stored in
a single location in a secure and protected environment during the full
performance period of the contract or purchase order.

2.7.1

All required documentation shall be legible, reproducible, free from

erasure, correction fluid, and/or correction tape, and completed in black

indelible ink only.
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NOTE: When a correction to documentation is required, a single line shall

be drawn through the information to be deleted; additional
information, if needed, shall be recorded adjacent to the information
being changed; and the individual revising the document shall initial
and date each entry adjacent to the correction.

2.7.2  When completed, all blanks or blocks shall be filled in on each
document. If there is no relevant information, the blank or block shall be
marked “N/A.”

2.7.3  All required documentation shall be made readily available for
contractor review and/or audit.

2.7.4  All required documentation shall be submitted to the contractor when
required by the contract, in accordance with RD-5003, Vendor Data
Control.

3. DEFINITIONS
Terms utilized in this RD are defined in LST-359.
4. REFERENCES
RD-1008, Training and Indoctrination
RD-5000, Subcontractor Quality Assurance Program Requirements
RD-5003, Vendor Data Control
RD-5015, Control of Measuring and Testing Equipment
5. APPENDIXES

None.
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